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REAR DOOR

SIDE DOOR

Remove the paneling of the two doors of the 
rear door. The configuration and position 
of the latches for the release of the internal 
standard handle are shown alongside (non-
frontal fixing but lateral sliding)

Cut the counter plate of the hook for a porti-
on of about 27mm as shown in the next ima-
ge. This plate is housed below the reinforcing 
rib without generating shrinkage and inter-
ference. Proceed with the steps according to 
the generic installation procedure.

Apply the drilling template. In particular, the 
longitudinal axis of the shell is 42 cm from the 
lower edge of the door. Mark the 9mm holes.* 
To simplify the positioning of the counterplate 
it is advisable to detach the standard lock 
without removing it completely.
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Remove the side door and side panel pane-
ling. Apply the drilling template. The armor 
axis is 51 cm from the lower edge of the 
tailgate (see photo). Align the vertical axis 
(dash line) with the edge of the tailgate. Mark 
the 9mm holes. Interpose the counter plate 
of the hook between the external plate and 
the vertical column (gap of about 4mm). 

This prevents the external sheet from shrin-
king after the hook is fixed. It is advisable to 
lightly bend the inner plate of the steering 
column through the lower outer hole of 9mm 
(that of the hook) in order to slightly distance 
it from the external one and allow the free 
insertion of the counter plate (do not force 
the insertion).

In order to avoid damaging the outer plate 
of the tailgate near the armor and along 
the edge of the internal counterplate (an 
effect that can be generated due to the high 
stresses during the closing of the door), it is 
advisable to further round off the same plate.
Alternatively, use a wider plate. Proceed with 
the steps according to the generic installa-
tion procedure.
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READ THE GENERAL INSTALLATION
PROCEDURE CAREFULLY

FITTING INSTRUCTIONS GATELOCK MEDIUM

Mercedes 
Sprinter

FROM 2018 TILL PRESENT

Pay attention to the holes on the extreme edge; before drilling, make sure that the head of the M8 pin is contained in the edge. Pay atten-
tion to the hole for the passage of the emergency cable: pierce only the external sheet to allow the insertion of the cable in the door.

1 2 3




