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REAR DOOR

Remove the panels from the two rear doors. 

Apply the drilling template. In particular the 

longitudinal axis of the outer-shell is 67 cm 

from the bottom edge of the tailgate. Align 

the vertical axis (dash line point) to the edge 

of the tailgate. Mark the 4 holes of 9 mm 

extremes.

Since the dimension of the inner edge contai-

ning the M8 bolt head is small, move the dril-

ling template up to 2-3 mm to right (in order 

the holes to be in proximity with the edge).

Then enlarge the holes up to 9mm from the

outside. 

Pay attention to the holes on the extreme

edge; before drilling verify that the head of

the pin M8 is contained in the board.

Pay attention to the hole for the passage of

the emergency cable: drilling only the

external sheet to allow the insertion of the

cable in the tailgate.

With a burin or a Teflon wedge from the body,
deform the sheet in correspondence with the

holes to be able to house the head of the pin

supplied (to be applied without a washer).
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Make the pre-holes of a smaller diameter to 

those indicated in the drilling template (ex. 

4-5mm).

The position indicated is not binding, and

does not exclude other possible positions
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BEFORE PROCEEDING, PLEASE CHECK THE

PRODUCT TECHNICAL INFORMATION

FITTING INSTRUCTIONS GATELOCK MEDIUM
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FITTING INSTRUCTIONS GATELOCK MEDIUM

REAR DOOR

SIDE DOOR

Apply silicone on the sheet metal around the 

bolt to protect it from water.

In order to apply the backplate, you must

access the sheet from the inside, removing

the standard lock. Proceed as follows.

Lift the rod shown.

Unhook the rod as shown.
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Unhook the rods shown in the picture, taking

care to mark the position of origin (use a

marker or tape).

Remove the panels from the two rear doors. 

Apply the drilling template. The longitudinal 

axis of the outer shell is between 60 till 70 cm 

from the edge of the seat slide rail (the upper 

edge of the lock must align with sheet metal 

bending). 

Unscrew the two screws and two nuts shown

in the picture. And remove the plate

complete with lock to access the internal

fixation of the outer shell.  Proceed with the 

steps according to the product technical in-

formation.

Align the vertical axis (dash line point) to the 

edge of the tailgate. Mark the 4 holes 9mm 

extremes. Pay attention to the holes on the 

extreme edge, before drilling check that the 

head of the pin M8 is contained in the board.

Pay attention to the hole for the passage of

the emergency cable: drill only the outer

sheet metal to allow insertion of the cable

into the tailgate. The solution adopted is not 

binding, nor does it exclude other possible 

solutions.

Proceed with the steps according to the

product technical information.
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