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Positie Easy Aero
Bij 1 ventilator, plaats zoveel mogelijk in het midden
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Positie Easy Aero
Bij 2 ventilatoren, plaats diagonaal gelijkmatig verdeeld
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INSTALLATION INSTRUCTIONS FOR EASY AERO

Note: Do not install behind objects that could affect the flow of air such as rotating warning lights, aerials or spotlights. 
Pay attention to ridges and uneven areas on the roof. The Easy Aero can also be installed underneath a roof rack.  
In that case, always install the Easy Aero between the bars rather than underneath them. 

NB: The number of fans required will depend on the individual situation (M3, load, etc.). Ask our specialists for advice.

POSITIONING

Screw the cover plate onto the inside of the 
roof using the screws provided. The roof fan 
is installed: easy!

A special adapter is available for use with 
roof linings.

DRILLING

POSITIONING EASY AERO

FINISHING

Place the foam gasket underneath the Easy 
Aero and push the tubes through the holes 
with the grille at the front. The foam gasket 
is available separately in a range of thick-
nesses: ask our specialists for advice on the 
correct thickness to use.  
Note: the foam gasket should always be 
fitted!

Mark out the holes using the drilling tem-
plate provided and create the holes in the 
roof using a 90 mm punch (available upon 
request).

If you have 1 fan, place it as close as possible to the centre point of 
the roof which can be determined by measuring from the bulkhead 
to the tailgate or rear doors.

If you have 2 fans, place them diagonally so that they are evenly 
spaced. Divide the space into 3 equal parts lengthwise (measured 
from the bulkhead to the tailgate or rear doors) and place the Easy 
Aero 1/3 from the front and 1/3 from the rear and widthwise half-
way along the half-diagonal.


